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Language codes (for DVD/DivX language selection)

Code Language Code Language Code Language Code Language Code Language
AA Afar FA Persian KL Greenlandic OC Occitan ST Sesotho
AB Abkhazian FI Finnish KM Cambodian OM (Afan) Oromo SU Sundanese
AF Afrikaans FJ Fiji KN Kannada OR Oriya SW Swahili
AM Ameharic FO Faroese KO Korean (KOR) PA Panjabi TA Tamil
AR Arabic FY Frisian KS Kashmiri PL Polish TE Telugu
AS Assamese GA Irish KU Kurdish PS Pashto, Pushto TG Tajik
AY Aymara GD Scots Gaelic KY Kirghiz PT Portuguese TH Thai
AZ Azerbaijani GL Galician LA Latin QU Quechua TI Tigrinya
BA Bashkir GN Guarani LN Lingala RM Rhaeto-Romance TK Turkmen
BE Byelorussian GU Gujarati LO Laothian RN Kirundi TL Tagalog
BG Bulgarian HA Hausa LT Lithuanian RO Rumanian TN Setswana
BH Bihari HI Hindi LV Latvian, Lettish RW Kinyarwanda TO Tonga
BI Bislama HR Croatian MG Malagasy SA Sanskrit TR Turkish
BN Bengali, Bangla HU Hungarian MI Maori SD Sindhi TS Tsonga
BO Tibetan HY Armenian MK Macedonian SG Sangho TT Tatar
BR Breton IA Interlingua ML Malayalam SH Serbo-Croatian TW Twi
CA Catalan IE Interlingue MN Mongolian SI Singhalese UK Ukrainian
CO Corsican IK Inupiak MO Moldavian SK Slovak UR Urdu
CS Czech IN Indonesian MR Marathi SL Slovenian UZ Uzbek
CY Welsh IS Icelandic MS Malay (MAY) SM Samoan VI Vietnamese
DZ Bhutani IW Hebrew MT Maltese SN Shona VO Volapuk
EL Greek JI Yiddish MY Burmese SO Somali WO Wolof
EO Esperanto JW Javanese NA Nauru SQ Albanian XH Xhosa
ET Estonian KA Georgian NE Nepali SR Serbian YO Yoruba
EU Basque KK Kazakh NO Norwegian SS Siswati ZU Zulu
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Flat 00 00 00 00 00 00 00

Hard Rock +03 +03 +01 00 00 +02 +01

R&B +03 +02 +02 00 +01 +01 +03

Pop 00 +02 00 00 +01 +01 +02

Jazz +03 +02 +01 +01 +01 +03 +02

Dance +04 +02 00 –02 –01 +01 +01

Country +02 +01 00 00 00 +01 +02

Reggae +03 00 00 +01 +02 +02 +03

Classic +02 +03 +01 00 00 +02 00

User 1/2/3 00 00 00 00 00 00 00

About sounds reproduced through the 
rear terminals
• Speaker out/analog discrete output—LINE OUT 

(FRONT/REAR)/CENTER OUT/SUBWOOFER:
Multi-channel signals are emitted for a multi-
channel encoded software. (When Dual Zone 
is activated, the signal emitted through 2nd 
AUDIO OUT plugs are emitted for the main source 
“DISC.”)

• 2nd AUDIO OUT: 2-channel signal is emitted 
when Dual Zone is activated. When playing 
a multi-channel encoded disc, multi-channel 
signals are downmixed (except for some DVD 
Audio).
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Troubleshooting
What appears to be trouble is not always serious. Check the following points before calling a service center.
• For operations with the external components, refer also to the instructions supplied with the adapters used for the 

connections (as well as the instructions supplied with the external components).

Symptoms Remedies/Causes

Ge
ne

ra
l

• No sound comes out of the center speaker. • Center speaker is not activated. (� page 61)
• Center speaker is used only for surround playback. No 

sound comes out for stereo playback.

• No sound comes out of the rear speakers, and 
subwoofer.

• Rear speakers and subwoofer are not activated. (� 
page 61)

• When Dual Zone is in use, this is normal with <Off> 
selected for <Rear Speaker>. (� page 64)

• No sound comes out of the subwoofer while 
playing in stereo.

This happens while playing some discs with <Auto> 
selected for <Surround Mode> (� page 27).
Cancel surround.

• The monitor is not clear and legible. Sunshine from the windscreen may cause this symptom.
Adjust <Bright>. (� page 58)

• You cannot select “SD” and “USB” as the 
source.

Deactivate Dual Zone. (� page 30)
(While Dual Zone is activated, you cannot select them as 
the source.)

• The remote controller does not work. Deactivate Dual Zone. (� page 30)
(While Dual Zone is activated, the remote controller only 
functions for operating the DVD/CD player.)

• “Position Error Push Open Key” appears on 
the monitor.

The monitor panel angle has been forcibly adjusted, or its 
adjustment has been interrupted while opening or closing. 
Press OPEN/TILT (CLOSE).

• “Mecha Error Push Reset” appears on the 
monitor, and the panel does not move.

Reset the unit (� page 3).

• “SD Loading Error” appears on the monitor. SD is not inserted fully. Fully insert it into the slot to close 
the monitor panel.

Continued on the next page
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Symptoms Remedies/Causes
Ge

ne
ra

l
• “No Signal” appears. • Change the source.

• Start the playback on the external component connected 
to VIDEO IN plug.

• Check the cords and connections.
• Signal input is too weak.

• The buttons on the monitor panel do not 
work.

When the monitor panel is open, only VOL +/– and 
OPEN/TILT (CLOSE) button work. The other buttons do not 
function.

• The unit does not work at all. Reset the unit. (� page 3)

FM
/A

M • SSM automatic presetting does not work. Store stations manually. (� page 11)

• Static noise while listening to the radio. Connect the aerial firmly.

Di
sc

  in
 g

en
er

al

• Disc can be neither recognized nor played . Eject the disc forcibly. (� page 3)

• Disc cannot be ejected. Unlock the disc. (� page 22)

• Recordable/Rewritable discs cannot be 
played back.

• Tracks on the Recordable/Rewritable discs 
cannot be skipped.

• Insert a finalized disc.
• Finalize the discs with the component which you used 

for recording.

• Playback does not start. • Insert the disc correctly again.
• The format of files is not supported by the unit.

• The playback picture is not clear and legible. Adjust items in <Picture Adjust>. (� page 58)

• Sound and pictures are sometimes 
interrupted or distorted.

• Stop playback while driving on rough roads.
• Change the disc.

• No playback picture appears on the monitor. Parking brake lead is not connected properly. 
(� Installation/Connection Manual)

• No picture appears on the external monitor. • Connect the video cord correctly.
• Select the correct input on the external monitor.

• “Eject Error” or “Loading Error” appears on 
the monitor.

Changing the source by pressing SOURCE will solve this 
error.

• “Region code error” appears on the monitor 
when you insert a DVD Video.

Region code is not correct. (� page 4)
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Symptoms Remedies/Causes
Div

X/M
PE

G1
/M

PE
G2

/M
P3

/W
MA

/W
AV

/AA
C

• Disc cannot be played back. • Change the disc.
• Record the tracks using a compliant application in the 

appropriate discs. (� page 4)
• Add  appropriate extension codes to the file names.

• Noise is generated. The track played back is not a playable file format. Skip to 
another file.

• Tracks are not played back as you have 
intended them to play.

Playback order may differs from the one played back using 
other players.

• Elapsed playing time is not correct. This sometimes occurs during playback. This is caused by 
how the tracks are recorded.

• “Not Support” appears on the monitor and 
track skips.

The track is unplayable.

SD
/U

SB
 

• Noise is generated. The track played back is not a playable file format. Skip to 
another file. 

• Tracks cannot play back as you have 
intended them to play.

Playback order may differs from the one played back using 
other players.

• “Now Reading...” keeps flashing on the 
monitor.

• Readout time varies depending on the SD card/USB 
device.

• Do not use too many hierarchy and folders.
• Turn off the power then on again.

• Correct characters are not displayed (e.g. 
album name).

For available characters, � page 73.

• While playing a track, sound is sometimes 
interrupted.

The tracks are not properly copied into the SD card/USB 
device. Copy tracks again, and try again.

Continued on the next page
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Symptoms Remedies/Causes
Bl

ue
to

ot
h

• Bluetooth device does not detect the unit. This unit can be connected with one Bluetooth cellular 
phone and one Bluetooth audio device at a time.
While connecting a device, this unit cannot be detected 
from another device. Disconnect currently connected device 
and search again.

• The unit does not detect the Bluetooth 
device.

• Check the Bluetooth setting of the device.
• Search from the Bluetooth device. After the device 

detects the unit, select <Open> on the unit to connect 
the device. (� page 37)

• The unit does not make pairing with the 
Bluetooth device.

• Enter the same PIN code for both the unit and target 
device. If the PIN code of the device is not indicated on its  
instructions, try “0000” or “1234.”

• Select the device name from <Special Device>, then 
try to connect again. (� pages 38, 66)

• Echo or noise occurs. Adjust the microphone unit position.

• Phone sound quality is poor. • Reduce the distance between the unit and the Bluetooth 
audio device.

• Move the car to place where you can get a better signal 
reception.

• The sound is interrupted or skipped during 
playback of a Bluetooth audio device.

• Reduce the distance between the unit and the Bluetooth 
audio device.

• Disconnect the device connected for “Bluetooth PHONE.”
• Turn off, then turn on the unit.
• (When the sound is not yet restored,) connect the device 

again.

• “New Device” cannot be selected for 
“Bluetooth AUDIO.”

Bluetooth audio device is being connected. To select “New 
Device,” disconnect it. (� page 38)

• The connected audio device cannot be 
controlled.

Check whether the connected audio device supports AVRCP 
(Audio Video Remote Control Profile).

• “Reset 08” appears on the monitor. Check the connection between the adapter and this unit.

CD
 ch

an
ge

r • “No Disc” appears on the monitor. Insert a disc into the magazine.

• “No Magazine” appears on the monitor. Insert the magazine.

• “Cannot play this disc Check the disc” 
appears on the monitor.

Disc does not include playable files. Replace the disc with 
playable files.
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Symptoms Remedies/Causes
CD

 ch
an

ge
r

• “Reset 08” appears on the monitor. Connect this unit and the CD changer correctly and press 
the reset button of the CD changer.

• “Reset 01” – “Reset 07” appears on the 
monitor.

Press the reset button of the CD changer.

• The CD changer does not work at all. Reset the unit. (� page 3)

DA
B 

tu
ne

r

• “No DAB Signal” appears on the monitor. Move to an area with stronger signals.

• “Reset 08” appears on the monitor. Connect this unit and the DAB tuner correctly, then reset 
the unit. (� page 3)

• The DAB tuner does not work at all. Connect this unit and the DAB tuner correctly, then reset 
the unit. (� page 3)

• “Antenna Power NG” appears on the 
monitor.

Check the cords and connections.

iP
od

/D
. p

la
ye

r 

• The iPod/D. player does not turn on or does 
not work.

• Check the connecting cable and its connection.
• Charge the battery.
• For D. player: Update the firmware version.

• Sound is distorted. Deactivate the equalizer either on this unit or the iPod/
D. player.

• “Disconnect” appears on the monitor. Check the connecting cable and its connection.

• For iPod: Playback stops. The headphones are disconnected during playback. Restart 
playback.

• No sound can be heard.
• “Error 01” appears on the monitor when 

connecting a D. player.

Disconnect the D. player from the adapter. Then, connect 
them again.

• “No Files” or “No Track” appears on the 
monitor.

No tracks are stored. Import tracks to the iPod or D. player.

• “Reset 01” – “Reset 07” appears on the 
monitor.

Disconnect the adapter from both this unit and iPod/
D. player. Then, connect them again.

• “Reset 08” appears on the monitor. Check the connection between the adapter and this unit.

• The iPod’s or D. player’s controls do not work 
after disconnecting from this unit.

Reset the iPod or D. player.

AV
-IN

 

• No picture appears on the monitor. • Turn on the video component if it is not on.
• This unit is not connected to the video component 

correctly. Connect it correctly.

• Playback picture is not clear and legible. Adjust items in <Picture Adjust>. (� page 58)
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Specifications
AM

PL
IF

IE
R

Maximum Power Output: Front/Rear: 50 W per channel
Continuous Power Output 
(RMS):

Front/Rear: 20 W per channel into 4 Ω, 40 Hz to 
20 000 Hz at no more than 0.8% total 
harmonic distortion

Load Impedance: 4 Ω (4 Ω to 8 Ω allowance)
Equalizer Control Range: Frequencies: 60 Hz, 150 Hz, 400 Hz, 1 kHz, 2.5 kHz, 

6.3 kHz, 15 kHz
Level: ±10 dB

Signal-to-Noise Ratio: 70 dB

Audio Output Level
LINE OUT (FRONT/REAR)/
CENTER OUT/ SUBWOOFER: 

Line-Out Level/Impedance: 5.0 V/20 kΩ load (full scale)

Output Impedance: 1 kΩ

Color System: PAL
Video Output (composite): 1 Vp-p/75 Ω
Other Terminals: Input: LINE IN, VIDEO IN, CAMERA IN, USB input 

terminal, Aerial input
Output: 2nd AUDIO OUT, VIDEO OUT

Others: CD changer, OE REMOTE

 FM
/A

M
 TU

NE
R

Frequency Range: FM: 87.5 MHz to 108.0 MHz

AM: (MW) 522 kHz to 1 620 kHz
(LW) 144 kHz to 279 kHz

FM Tuner Usable Sensitivity: 11.3 dBf (1.0 μV/75 Ω)

50 dB Quieting Sensitivity: 16.3 dBf (1.8 μV/75 Ω)

Alternate Channel Selectivity (400 kHz): 65 dB

Frequency Response: 40 Hz to 15 000 Hz

Stereo Separation: 35 dB

MW Tuner Sensitivity/Selectivity: 20 μV/35 dB

LW Tuner Sensitivity: 50 μV

DV
D/

CD

Signal Detection System: Non-contact optical pickup (semiconductor laser)

Frequency Response: DVD, fs=48 kHz: 16 Hz to 22 000 Hz

DVD, fs=192 kHz: 16 Hz to 88 000 Hz

VCD/CD: 16 Hz to 20 000 Hz

Dynamic Range: 93 dB

Signal-to-Noise Ratio: 95 dB

Wow and Flutter: Less than measurable limit
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SD
Compatible File System: FAT 32/16/12

Capacity 8 Mbytes to 2 Gbytes

Data Transfer Rate Maximum 10 Mbps

US
B

USB Standards: USB 1.1

Data Transfer Rate Full Speed: Maximum 12 Mbytes
Low Speed: Maximum 1.5 Mbytes

Compatible Device: Mass storage class

Compatible File System: FAT 32/16/12

Max. Current: Less than 500 mA/5V

M
ON

IT
OR

Screen Size: 7 inch wide liquid crystal display

Number of Pixel: 336 960 pixels: 480 x 3 (horizontal) × 234 (vertical)

Drive Method: TFT (Thin Film Transistor) active matrix format

Color System: NTSC/PAL

Aspect Ratio: 16:9 (wide)

GE
NE

RA
L

Power Requirement: Operating Voltage: DC 14.4 V (11 V to 16 V allowance)

Grounding System: Negative ground

Allowable Storage Temperature: –10°C to +60°C

Allowable Operating Temperature: 0°C to +40°C

Dimensions (W × H × D):
• With trim plate and 

sleeve attached

Installation Size (approx.): 182 mm × 111 mm × 160 mm 

Panel Size (approx.): 188 mm × 117 mm × 10 mm

Mass (approx.): 3 kg (including trims and sleeve)

CAUTION: When ejecting the monitor, keep an 
open space for the monitor to come out. If not, 
the monitor may obstruct the steering wheel and 
gearshift lever operations, as this may result in a 
traffic accident.

Required space for the monitor ejection

Unit: mm160 90.4

10
0

Design and specifications are subject to change without notice.
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Having TROUBLE with operation?
Please reset your unit

Refer to page of How to reset your unit

© 2007 Victor Company of Japan, Limited

Dear Customer, 
This apparatus is in conformance with the valid European 
directives and standards regarding electromagnetic 
compatibility and electrical safety. 
European representative of Victor Company of Japan, Limited 
is: 
JVC Technology Centre Europe GmbH
Postfach 10 05 52
61145 Friedberg
Germany
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